Fire Exit (JALITE)”

JALITE photoluminescent products requires no electrical connection - no need for monthly inspections of batteries, lamps, bulbs or
internal parts, making installation, labour and on-going energy costs almost non-existent!.

Choosing a size:

The following examples shows the difference in sizes for JALITE Fire Exit signs and a

recommended maximum viewing distance for each size. @
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T size: 120 x 340mm K size = 150 x 400mm J size = 200 x 450mm X size = 250 x 600mm QQQ size = 300 x 900mm
. » Signs are not shown to scale.
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~—Fire EXxit - Double Sided
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—Component Signs

Examples of use are
not shown to scale.

3 ] y ~ 4870C 4860 C R Lﬁl . ; :
495E,495Q  487E,487Q  488E,488Q  4870FE 4870 Q 4860 E, 4860 Q J exit| |exit] |exit

\_ J
—Large Fire Exit Signs A

Large Fire exit signs are also available as double sided signs
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Sizes: Emergency Fire Exit Sighs————
C =150 x 150mm, E = 200 x 200mm, DSJ = 200 x 450mm, DSK = 150 x 400mm,

DSQQQ = 300 x 900mm, DST = 120 x 340mm, DSX = 250 x 600mm, Suitable for use on exits

J =200 x 450mm, K = 150 x 400mm, Q = 300 x 300mm, QQQ = 300 x 900mm, R . within sports stadia or

T =120 x 340mm, X =250 x 600mm FI re eXIt E storey exits opening directly

When ordering, please state: onto a half landing.

R for JALITE AAA Photoluminescent Rigid PVC or 458 T

V for JALITE AAA Photoluminescent Self Adhesive Vinyl 458 K, 458 J, 458 X )

e Double sided (DS) signs are available in JALITE AAA Rigid PVC. ©JALITE PLC
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